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□ 1. Document ID: EP 503383 Al 

L8 : Entry 1 of 2 File: EPAB Sep 16, 1992 

PUB-NO: EP0 005 03 3 83A1 

DOCUMENT- IDENTIFIER: EP 503383 Al 

TITLE: Gypsum board with a high fire resistance. 

PUBN-DATE: September 16, 1992 



INVENTOR- INFORMATION : 

NAME COUNTRY 

NEUHAUSER, GERHARD DR DE 

AS S I GNEE - I NFORMAT I ON : 

NAME COUNTRY 
KNAUF WESTDEUTSCHE GIPS DE 



APPL-NO: EP921033 31 
APPL-DATE: February 27, 1992 

PRIORITY-DATA: DE04107623A (March 9, 1991) 

INT-CL (IPC): B28B 11/04; C04B 18/16; C04B 28/14; E04C 2/04 
EUR-CL (EPC) : B32B013/14; C04B028/14, E04C002/04 

ABSTRACT : 

The gypsum board of high fire resistance with a gypsum core containing cut mineral 
fibres, preferably glass fibres, contains at least 2% by weight, preferably 5% by 
weight, of granulated aerated concrete. Preferably, the granulated aerated concrete 
has a grain size of up to 2 mm, particularly preferably up to 1 mm. The gypsum board 
can additionally contain up to 2% by weight of vermiculite. It can be laminated on 
the outside to a glass fibre mat. 
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□ 2. Document ID: DE 4107623 C ES 2080357 T3 EP 503383 Al EP 503383 Bl DE 
59204530 G 

L8: Entry 2 of 2 File: DWPI Jun 17, 1992 

DERWENT-ACC-NO: 1992-201204 
DERWENT-WEEK: 19 9612 

COPYRIGHT 2 003 DERWENT INFORMATION LTD 

TITLE: Fire resistant plasterboard - has plaster core contg . cut mineral fibres and 
aerated concrete granulate 

INVENTOR: NEUHAUSER, G 
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ABSTRACTED -PUB -NO: DE 4107623C 
BASIC-ABSTRACT: 

Plasterboard having high fire resistance has a plaster core (I) contg. cut mineral 
fibres, esp. glass fibres. (I) contains at least 2 wt% pref . 5-10 wt% aerated 
concrete granulate (II) . 

Pref. (I) also contains up to 2 wt% vermiculite and is pref. externally coated with 
glass fibre web. Pref. the glass fibre web is coated on the side facing away from 
(I) , with an inorganic binder which is at least partly hardened. Pref. (II) has a 
grain size up to 2mm, pref. up to 1mm. 

ADVANTAGE - Less expensive additives are used. 
ABSTRACTED -PUB -NO : 

EP 503383B 

EQUIVALENT-ABSTRACTS : 

Gypsum board with high fire resistance having a gypsum core containing cut mineral 
fibres, especially glass fibres, characterised in that said gypsum core contains at 
least 2% by weight of aerated concrete granules and said granules have grain size of 
up to 2 mm, preferably up to 1 mm. 
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IeS E T S? ret T 2f MCB BOARD PLASTER CORE CONTAIN CUT MINERAL FIBRE 

DERWENT- CLASS : L02 P64 P73 Q43 Q44 
CPI-CODES: L02-D03; L02-D07A; 

SECONDARY-ACC-NO : 

S P1 Secondary Accession Numbers: C1992-09i<^q 
Non-CPl Secondary Accession Numbers! mill 15 22 58 
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